
16" Loc-Seam 
Roo�ng Panels 



LOC�SEAM STEALS THE SHOW

Steel roo�ng has been an important building 
material for centuries; today, it•s more popular than
ever.  Advanced manufacturing methods and new,
paint �nishing processes allow it to meet the most 
demanding, modern roo�ng standards.

Loc-Seam standing seam roo�ng is a handsome case
in point.  Premium painted galvanized steel gives it
strength and rugged practicality.  A linear pro�le adds
texture and shadow play for classic good looks.  The
crisp, clean appearance contributes to a wide variety
of building styles … traditional to modern … and adds
distinction to commercial applications.

UP FOR THE LONG HAUL

Loc-Seam is built for durability.  Properly installed, 
Loc-Seam will outlast conventional asphalt shingles 
by many years.  It is non-combustible for safe, 
superior �re resistance.  Tough, rust resistant painted
galvanized steel sheds heavy snows, wind, and rain.  
It stays snug, secure, and virtually maintenance-free.

SPECTRACOTE’ SYSTEM

The Wheeling color palette, available through the
SpectraCote System, provides a wide variety of 
colors and shades to choose from.  Equally important, 
SpectraCote colors are designed to last … our 
carefree, chalk resistant, high gloss �nishes have 
the best color retention on the market.

INSTALLATION

Installing Loc-Seam is a snap:  no specialized tools 
are required.  A Loc-Seam panel simply snaps into
locking position with minimal e�ort and without 
exposed fasteners.  Similarly, all color-matched trim
and accessories are designed to be installed easily
and to give a neat, �nished appearance

16” LOC-SEAM STEEL ROOFING PANELS
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LOC�SEAM SPECIFICATIONS

Metal: Painted galvanized steel.

Gauge:Available in 26 gauge.

Panel Length:Available in lengths up to 40' in
1" increments.

Weight Comparisons:Average weight of
Wheeling Loc-Seam is approximately 107 lbs. per
100 sq. �. in 26 gauge.  Asphalt shingles weigh
approximately 240 to 360 lbs. per square.  Clay
tile roo�ng weighs 800 … 985 lbs. per square.

Florida Product Approved.
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LOC�SEAM SNUG FIT DESIGN

The Loc-Seam installation system is engineered to seat
�rmly, stay locked in place, and to keep interiors dry
and weather-proof.

LOC�SEAM, RIGHT UP THERE ON TOP

Loc-Seam and all the Wheeling family of premium steel
roo�ng and siding products are designed to provide
appealing, practical, cost e�cient building materials.

All Wheeling products carry a generous warranty on
performance.  See your local Wheeling Corrugating
Company representative for full warranty details.

16" Cover

Cross-section view of Loc-Seam pro�le.


